Standard Peristaltic Pump Tubing

All tubes made from Tygon R3603/R3607 or equivalent. Supplied in packs of 12 tubes. H
apecial roprtie: ve | q | ’l”’ P HTETH PVC, 3 Bridged, 72mm
Inexpensive all-round tubing for general laboratory applications. (72m m between ta g S)
Advantages:
Resistant to almost all inorganic materials. Tag Colours
D e e cabilly orange/black 0.13 0.13-OBLK3B
Smooth inner surface. orange/red 0.19 0.19-OR3B
Ilgg‘elﬁitgl)lnes;ching of plasticizers. orange/blue 0.25 0.25-0B3B
. orange/green 0.38 0.38-0G3B
ETE PVC, 2 Bridged, 152mm green/yellow 0.44 0.44-GY3B
(1 52mm between tags) orange/yellow 0.51 0.51-0Y3B
Tag Colours white/yellow 0.57 0.57-WY3B
orange/black 0.13 0.13-OBLK orange/white 0.64 0.64-OW3B
orange/red 0.19 0.19-OR black/black 0.76 0.76-BLK3B
orange/blue 0.25 0.25-0OB orange/orange 0.89 0.89-ORG3B
orange/green 0.38 0.38-0G white/black 0.95 0.95-WBLK3B
green/yellow 0.44 0.44-GY white/white 1.02 1.02-WHT3B
orange/yellow 0.51 0.51-0Y white/red 1.09 1.09-WR3B
white/yellow 0.57 0.57-WY red/red 1.14 1.14-RED3B
orange/white 0.64 0.64-OW red/grey 1.22 1.22-RGRY3B
black/black 0.76 0.76-BLK grey/grey 1.30 1.30-GRY3B
orange/orange 0.89 0.89-ORG yellow/yellow 1.42 1.42-YLW3B
white/black 0.95 0.95-WBLK yellow/blue 1.52 1.52-YB3B
white/white 1.02 1.02-WHT blue/blue 1.65 1.65-BLU3B
white/red 1.09 1.09-WR green/green 1.85 1.85-GRN3B
red/red 1.14 1.14-RED purple/purple 2.06 2.06-PUR3B
red/grey 1.22 1.22-RGRY purple/black 2.29 2.29-PBLK3B
grey/grey 1.30 1.30-GRY purple/orange 2.54 2.54-PO3B
yellow/yellow 1.42 1.42-YLW purple/white 2.79 2.79-PW3B
yellow/blue 1.52 1.52-YB black/white 3.17 3.17-BLKW3B
blue/blue 1.65 1.65-BLU
blue/green 1.75 1.75-BG PVC, 3 Bridged, 95mm
green/green 1.85 1.85-GRN (95mm between tags)
purple/purple 2.06 2.06-PUR Tag Colours ID(mm) P/N
purple/black 2.29 2.29-PBLK orange/blue 0.25 0.25-OB3B-95
purple/orange 2.54 2.54-PO orange/green 0.38 0.38-0G3B-95
purple/white 2.79 2.79-PW orange/yellow 0.51 0.51-0Y3B-95
black/white 3.17 3.17-BLKW black/black 0.76 0.76-BLK3B-95
orange/orange 0.89 0.89-ORG3B-95
white/white 1.02 1.02-WHT3B-95
grey/grey 1.30 1.30-GRY3B-95
yellow/blue 1.52 1.52-YB3B-95
green/green 1.85 1.85-GRN3B-95
purple/white 2.79 2.79-PW3B-95
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Not recommended for strong acids and alkalies, foodstuffs, beverages and medicines.
Potential leaching of plasticizers.

= Solva, 2 Bridged, 140mm

—
140

(140mm between tags)

Standard Peristaltic Pump Tubing

All tubes made from Tygon 4040 or equivalent. Supplied in packs of 12 tubes.

Special Properties:
Special tubing for hydrocarbons, petroleum products and distillates.

Advantages:
Specially formulated to transport hydrocarbons, petroleum products and distillates.

Ideal for gasoline, kerosene, heating oils, cutting liquids and coolants based on glycols.
Low gas permeability.

All tubes made from Fluran HC F-5500-A or equivalent.

Special Properties:
Special tubing for concentrated acids and corrosive solvents.

Advantages:

High chemical resistance.
Low gas permeability.
Wide temperature range.

Limitations:
Limited service life.

Viton®, 2 Bridged, 127mm
(127mm between tags)

Tag Colours

Solva, 3 Bridged, 95mm
(95mm between tags)

orange/green 0.38 0.38-OG3B-95-SF
orange/yellow 0.51 0.51-0Y3B-95-SF
black/black 0.76 0.76-BLK3B-95-SF
orange/orange 0.89 0.89-ORG3B-95-SF
white/white 1.02 1.02-WHT3B-95-SF
yellow/blue 1.52 1.52-YB3B-95-SF

Tag Colours ID (mm) P/N Tag Colours ID (mm) P/N
orange/blue 0.25 0.25-OB-SF orange/yellow 0.51 VS0.51-0Y
orange/green 0.38 0.38-OG-SF orange/white 0.64 VS0.64-OW
orange/yellow 0.51 0.51-OY-SF black/black 0.76 VS0. 76-BLK
orange/white 0.64 0.64-OW-SF orange/orange 0.89 VS0.89-ORG
black/black 0.76 0.76-BLK-SF white/white 1.02 VS1.02-WHT
orange/orange 0.89 0.89-ORG-SF red/red 1.14 VS1.14-RED
white/white 1.02 1.02-WHT-SF grey/grey 1.30 VS1.30-GRY
red/red 1.14 1.14-RED-SF yellow/yellow 1.42 VS1.42-YLW
grey/grey 1.30 1.30-GRY-SF yellow/blue 1.52 VS1.52-YB
yellow/yellow 1.42 1.42-YLW-SF blue/blue 1.65 VS1.65-BLU
yellow/blue 1.52 1.52-YB-SF green/green 1.85 VS1.85-GRN
blue/blue 1.65 1.65-BLU-SF purple/purple 2.06 VS2.06-PUR
green/green 1.85 1.85-GRN-SF purple/black 2.29 VS2.29-PBLK
purple/purple 2.06 2.06-PUR-SF purple/orange 2.54 VS2.54-PO
purple/black 2.29 2.29-PBLK-SF purple/white 2.79 VS2.79-PW
purple/orange 2.54 2.54-PO-SF Supplied in packs of 12 tubes
purple/white 2.79 2.79-PW-SF
Viton® Tubing, Continuous
HTE (S8°2Ir‘:|ar;1 3b 5{\:\?3::;:92:; m ID (mm) Wall (mm) P/N
1.00 1.00 V-1

Tag Colours 1.50 0.75 V-1.5
orange/green 0.38 0.38-OG3B-SF 2.00 1.00 V-2
black/black 0.76 0.76-BLK3B-SF 3.00 1.00 V-3
orange/orange 0.89 0.89-ORG3B-SF
red/red 1.14 1.14-RED3B-SF Supplied in rolls
grey/grey 1.30 1.30-GRY3B-SF
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Standard Peristaltic Pump Tubing

All tubes made from Tygon MHSL 2001.

Special Properties:
Environmental-friendly tubing especially designed for solvents.
Suitable for MIBK.

Advantages:

High chemical resistance.
Low gas permeability.
Wide temperature range.

Limitations:
Limited service life.

= —| Tygon® MH Tubing, 2 Bridged,
152 152mm (152mm between tags)

Tag Colours

orange/green 0.38 0.38-ORG-MH
orange/white 0.64 0.64-OW-MH
white/white 1.02 1.02-WHT-MH
yellow/blue 1.52 1.52-YB-MH
purple/purple 2.06 2.06-PUR-MH
purple/white 2.79 2.79-PW-MH

Supplied in packs of 6 tubes

= = Tygon® MH Tubing, 2 Bridged,

—

72 72mm (72mm between tags)

Tag Colours

orange/green 0.38 0.38-ORG-MH3
orange/white 0.64 0.64-OW-MH3
white/white 1.02 1.02-WHT-MH3
yellow/blue 1.52 1.52-YB-MH3
purple/purple 2.06 2.06-PUR-MH3
purple/white 2.79 2.79-PW-MH3

Supplied in packs of 6 tubes

Tygon® MH Tubing, Continuous

ID (mm) P/N

0.38 0.38-ORGM
0.64 0.64-OWM
1.02 1.02-WHTM
1.52 1.52-YBM
2.06 2.06-PURM
2.79 2.79-PWM

Supplied in rolls of 10 metres
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Contour Flared end Peristaltic Pump Tubing

Contour Flared-end Peristaltic Pump Tubing

It can be quite difficult to insert the sample tubing into the peristaltic pump tubes. This is particularly so for pump tubing with a small ID. To facilitate this
connection, Glass Expansion supplies Contour flared-end pump tubing. The flared end of this pump tubing allows the larger capillary tubing to be inserted into

the smaller pump tubing.

Any of the pump tubing that we normally supply can be supplied with flared end. Simply add “-F” to the end of the part number (eg. 0.38-OG-F). The flared-

end tubing is supplied in packs of 6.

All tubes made from Tygon R3603/R3607 or equivalent. Supplied in packs of 6 tubes.

Special Properties:
Inexpensive all-round tubing for general laboratory applications.

Advantages:

Transparent.

Resistant to almost all inorganic materials.
Does not age.

Low gas permeability.

Smooth inner surface.

Limitations:
Potential leaching of plasticizers.
—| B PVC, 2 Bridged, 152mm
Ts (152mm between tags)

Tag Colours
orange/black 0.13 0.13-OBLK-F
orange/red 0.19 0.19-OR-F
orange/blue 0.25 0.25-OB-F
orange/green 0.38 0.38-0OG-F
green/yellow 0.44 0.44-GY-F
orange/yellow 0.51 0.51-OY-F
white/yellow 0.57 0.57-WY-F
orange/white 0.64 0.64-OW-F
black/black 0.76 0.76-BLK-F
orange/orange 0.89 0.89-ORG-F
white/black 0.95 0.95-WBLK-F
white/white 1.02 1.02-WHT-F
white/red 1.09 1.09-WR-F
red/red 1.14 1.14-RED-F
red/grey 1.22 1.22-RGRY-F
grey/grey 1.30 1.30-GRY-F
yellow/yellow 1.42 1.42-YLW-F
yellow/blue 1.52 1.52-YB-F
blue/blue 1.65 1.65-BLU-F
blue/green 1.75 1.75-BG-F
green/green 1.85 1.85-GRN-F
purple/purple 2.06 2.06-PUR-F
purple/black 2.29 2.29-PBLK-F
purple/orange 2.54 2.54-PO-F
purple/white 2.79 2.79-PW-F
black/white 3.17 3.17-BLKW-F
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PVC, 2 Bridged, 72mm
(72mm between tags)

Tag Colours ID (mm) P/N

orange/red 0.19 0.19-OR-F-S
orange/blue 0.25 0.25-OB-F-S
black/black 0.76 0.76-BLK-F-S
orange/orange 0.89 0.89-ORG-F-S

PVC, 3 Bridged, 72mm
(72mm between tags)

Tag Colours

orange/black 0.13 0.13-OBLK3B-F
orange/red 0.19 0.19-OR3B-F
orange/blue 0.25 0.25-OB3B-F
orange/green 0.38 0.38-OG3B-F
green/yellow 0.44 0.44-GY3B-F
orange/yellow 0.51 0.51-0Y3B-F
white/yellow 0.57 0.57-WY3B-F
orange/white 0.64 0.64-OW3B-F
black/black 0.76 0.76-BLK3B-F
orange/orange 0.89 0.89-ORG3B-F
white/black 0.95 0.95-WBLK3B-F
white/white 1.02 1.02-WHT3B-F
white/red 1.09 1.09-WR3B-F
red/red 1.14 1.14-RED3B-F
red/grey 1.22 1.22-RGRY3B-F
grey/grey 1.30 1.30-GRY3B-F
yellow/yellow 1.42 1.42-YLW3B-F
yellow/blue 1.52 1.52-YB3B-F
blue/blue 1.65 1.65-BLU3B-F
green/green 1.85 1.85-GRN3B-F
purple/purple 2.06 2.06-PUR3B-F
purple/black 2.29 2.29-PBLK3B-F
purple/orange 2.54 2.54-PO3B-F
purple/white 2.79 2.79-PW3B-F
black/white 3.17 3.17-BLKW3B-F




Flared end Peristaltic Pump Tubing

= = = PVC 3 Bridged 95m m All tubes made from Tygon 4040 or equivalent. Supplied in packs of 6 tubes.
o5 o5 ’ ’ Special Properties:
(95m m between tags) Special tubing for hydrocarbons, petroleum products and distillates.
Advantages:

Tag Colours ID (mm) P/N Specially formulated to transport hydrocarbons, petroleum products and distillates.

orange/blue 0.25 0.25-OB3B-95-F :_doevilégg %aesr;)qh:aeéiﬁte;osene, heating oils, cutting liquids and coolants based on glycols.

orange/green 0.38 0.38-OG3B-95-F Limitations:

Not recommended for strong acids and alkalies, foodstuffs, beverages and medicines.
orange/yellow 0.51 0.51-0Y3B-95-F Potential leaching of plasticizers.
black/black 0.76 0.76-BLK3B-95-F .
—_— = = Solva, 2 Bridged, 140mm

orange/orange 0.89 0.89-ORG3B-95-F a0 140 bet t

white/white 1.02 1.02-WHT3B-95-F ( mm between ags)

grey/grey 1.30 1.30-GRY3B-95-F Tag Colours ID (mm) P/N

yellow/blue 1.52 1.52-YB3B-95-F orange/blue 0.25 0.25-OB-SF-F

green/green 1.85 1.85-GRN3B-95-F orange/green 0.38 0.38-OG-SF-F

purple/white 2.79 2.79-PW3B-95-F orange/yellow 0.51 0.51-OY-SF-F
orange/white 0.64 0.64-OW-SF-F
black/black 0.76 0.76-BLK-SF-F
orange/orange 0.89 0.89-ORG-SF-F
white/white 1.02 1.02-WHT-SF-F
red/red 1.14 1.14-RED-SF-F
grey/grey 1.30 1.30-GRY-SF-F
yellow/yellow 1.42 1.42-YLW-SF-F
yellow/blue 1.52 1.52-YB-SF-F
blue/blue 1.65 1.65-BLU-SF-F
green/green 1.85 1.85-GRN-SF-F
purple/purple 2.06 2.06-PUR-SF-F
purple/black 2.29 2.29-PBLK-SF-F
purple/orange 2.54 2.54-PO-SF-F
purple/white 2.79 2.79-PW-SF-F

B8 8 Solva, 3 Bridged, 82mm
(82mm between tags)

Tag Colours

orange/green 0.38 0.38-OG3B-SF-F

black/black 0.76 0.76-BLK3B-SF-F
orange/orange 0.89 0.89-ORG3B-SF-F
red/red 1.14 1.14-RED3B-SF-F
grey/grey 1.30 1.30-GRY3B-SF-F

&8 -8 Solva, 3 Bridged, 95mm
(95mm between tags)

95 95

Tag Colours

orange/green 0.38 0.38-OG3B-95-SF-F
orange/yellow 0.51 0.51-0Y3B-95-SF-F
black/black 0.76 0.76-BLK3B-95-SF-F
orange/orange 0.89 0.89-ORG3B-95-SF-F
white/white 1.02 1.02-WHT3B-95-SF-F
yellow/blue 1.52 1.52-YB3B-95-SF-F




Contour Flared end Peristaltic Pump Tubing

All tubes made from Fluran HC F-5500-A or equivalent.

Special Properties:
Special tubing for concentrated acids and corrosive solvents.

Advantages:

High chemical resistance.
Low gas permeability.
Wide temperature range.

Limitations:
Limited service life.

=== Viton®, 2 Bridged, 127mm
7 (127mm between tags)

All tubes made from Tygon MHSL 2001.

Special Properties:
Environmental-friendly tubing especially designed for solvents.
Suitable for MIBK.

Advantages:

High chemical resistance.
Low gas permeability.
Wide temperature range.

Limitations:
Limited service life.
= = Tygon® MH Tubing, 2 Bridged,
152 152mm (152mm between tags)

Tag Colours Tag Colours

orange/yellow 0.51 VS0.51-0OY-F orange/green 0.38 0.38-ORG-MH-F

orange/white 0.64 VS0.64-OW-F orange/white 0.64 0.64-OW-MH-F

black/black 0.76 VS0.76-BLK-F white/white 1.02 1.02-WHT-MH-F

orange/orange 0.89 VS0.89-ORG-F yellow/blue 1.52 1.52-YB-MH-F

white/white 1.02 VS1.02-WHT-F purple/purple 2.06 2.06-PUR-MH-F

red/red 1.14 VS1.14-RED-F purple/white 2.79 2.79-PW-MH-F

grey/grey 1.30 VS1.30-GRY-F Supplied in packs of 6 tubes

yellow/yellow 1.42 VS1.42-YLW-F

yellow/blue 1.52 VS1.52-YB-F E%H Tygon® MH Tubing, 2 Bridged,

blue/blue 1.65 VS1.65-BLU-F 2 72mm (72mm between tags)

green/green 1.85 VS1.85-GRN-F Tag Colours

purple/purple 2.06 VS2.06-PUR-F orange/green 0.38 0.38-ORG-MH3-F

purple/black 229 VS2.29-PBLK-F orange/white 0.64 0.64-OW-MH3-F

purpleforange  2.54 VS2.54-PO-F white/white 1.02 1.02-WHT-MH3-F

purple/white 279 VS2.79-PW-F yellow/blue 1.52 1.52-YB-MH3-F
Supplied in packs of 6 tubes purple/purple 2.06 2.06-PUR-MH3-F

purple/white 2.79 2.79-PW-MH3-F

Instrument
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Supplied in packs of 6 tubes

Authorised Distributor:

Instrument Solutions Bendlux BV

De Liesbosch 50 - 3439 LC Nieuwegein (NLD)
Td: +31(0)88 4678 786 / Fax: +31(0)88 4678799
WWW.instrument-sol utions.com
info@instrument-sol utions.com





